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Congratulations! You have here a fine piece of
high quality gear to rock for the next 50 years or
so. Let’s check through what you might like to
know about your device.



CONNECTIONS

On backside of an amp from left to right:

1) Socket for power cable. Socket includes mains fuse T 1,6 A

2) Line Out XLR connector. This is a balanced line out to connect your
amp to the PA system. There is also control for Line Out level and
Tone.  Adjust up to taste. Below XLR connector you find Ground Lift
switch to break ground connection when needed to avoid unwanted
hum. In older models without the switch Line Out is always ground
lifted.

TIP! If you like to use external cabinet simulations (IR etc.) leave Tone
control full on.

3) Speaker connectors. NOTE! Always use proper speaker cables. Upper
speaker connector is the main connection for your speaker.
Unplugging this connector engages internal dummy load
automatically letting you use your amp safely without the cabinet
also. You can combine Line Out and Speaker connections freely
according to your needs. A couple of examples on the next page.



Connect your 8-16 Ohm cabinet here for
normal use.

Connect 2 cabinets for a full stack. Two 16
Ohm cabinets would be the perfect
match but two 8 Ohm cabinets are
absolutely OK and safe too.

Connect your 8-16 Ohm cabinet to the
lower speaker connector to get a -3dB
attenuated signal to your speaker. This
might be a useful option in live use. TIP!
Internal load is now connected. You can
connect your external IR device to the
lower speaker jack instead of the cabinet.

For silent recording or live use connect
Line Out to your recording device or
house PA system.

Combine cabinet connections normally
after your need (1 or 2 cabinets or
attenuated option). You can still use Line
Out signal to your recording device or to
house PA systems.



CONTROLS

POWER switch. Turn it up to switch on
power. Turn it down to switch off power.

OUTPUT switch. Up position engages Full
power (15-18W) mode. Middle position
switches amp to standby mode. Down
position engages Low power (5W) mode.
You can use this switch any time (no need to

switch off power to operate). TIP! There is absolutely no technical reason to
use Standby when starting up the amp. However, power tubes might
generate humming and popping sounds when heating up. In Standby
mode these sounds are not present. So using Standby can be comfortable
when starting up the amp.

VOLUME controls preamp gain. This amp is designed to remain relatively
clean. Setting VOLUME very high you get some breakup especially with
hot pickup. At this point you are able to alter between clean and crunch
sounds easily just by picking the strings lighter or stronger.



Your amp features a built-in 4 stage optical
phaser effect. Rate control on the backplate
of the amp controls effect sweeping time
(speed).

There are also hidden controls for
effect depth and resonance. Open
the back of the amp and set up to
taste and close the back.

There’s also a switch for effect mode.
Effect is meant to be used as a
phaser. You can try VIBE mode as
well.



UPKEEP and MAINTENANCE

Your amp cabinet is covered with fabric. To protect fabric from dirt it has
been treated with a thin layer of shellac. It does not stand water too well
and alcohol at all. Best way to keep your amp clean is a vacuum cleaner
with a brush or just any dry brush. TIP! In case you get bored with your
amp cabinet color you can always order a different color cabinet from
Skipper’s Amps.

Amp uses 12AX7 (ecc83) preamp tubes. Preamp tubes usually keep going
on for tens of years, but if you want to change those for some reason just
switch off the amp and let it cool. Open the back of the amp (2 screws),
twist and pull off the tube holder and change the tube you like. Check
carefully that the pins are in the right way. Push and twist tube holder back
to its place. Close the amp back and switch on your amp.

Your amp has been designed for use of 6V6 power tubes. Within years
power tubes might wear. This usually causes a weak or humming sound.
To change power tubes, switch off the amp and let it cool. Open the back
and change power tubes. Check carefully that the pins are in the right way.
Close the amp back and switch on your amp. No any biasing needed with
this amp. TIP! You can use 5881 power tubes for more power and
headroom. 6CA7, EL34, 6L6 power tubes work as well, but they are not
giving their full power in this amp. No biasing needed when changing the
tubes.

Fuses are chosen to keep up with the use. However it is not impossible that
they wear over time. Main fuse is located within the power socket on the
back of the amp. Right size is T(slow blow) 1,25A. Internal B+ fuse is located
on top of the amp chassis on a side of power tubes. Right value for this fuse
is T(slow blow) 500mA. NOTE! If one or another of these fuses blows
frequently it is necessary to take the amp to qualified service.



TECHNICAL DATA

Width 415 mm
Height 245 mm
Depth 225 mm
Weight 6,9 kg

Operating voltage 230V AC
Input power 69 W (36 W on Low power mode)

5 Years full warranty (excluding tubes)

Manufacturer Rokki-Matti Oy, Finland
Contact skippersamps@gmail.com
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EU Declaration of Conformity (DoC)

We
Rokki-Matti Oy
Porvoonkatu 47 B 24
00520 HELSINKI
FINLAND
rokkimatti@gmail.com
+3584578342668

declare that the DoC is issued under our sole responsibility and belongs to the
following product:
Skipper’s Amps (™) musical instrument amplifier. Models : Vintagator, Tornator, Hellevator,
RnR Disastor, Harvestor, Erektor and  DeMonator

The object of the declaration described above is in conformity with the relevant
Union harmonisation legislation:
Low Voltage Directive (LDV): 2014/35/EU
Electromagnetic Compatibility Directive (EMC): 2014/30/EU
Restriction of Hazardous Substances Directive (RoHS): 2011/65/EU

The following harmonised standards and technical specifications have been applied:
EN50106:20098 EN60335-1:2012
EN61000-6-1:2007 EN61000-6 -3:2007
EN IEC 63000:2018

Additional information:
Products are CE marked from year 2020

Signed for and on behalf of: ______________________________________
Helsinki 2022-05-10 Matti Vauhkonen, CEO, Rokki-Matti Oy

mailto:rokkimatti@gmail.com

